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Ordering data

Accessories

Dimensions

[mm]

Max. electrical data

Rated data

Rated voltage [V]

Nominal current / cross-section [A] / [mm²]

Rated cross-section [mm2]

Cross-section range AWG

Connection capacity

One conductor [mm2]

Two conductors (of the same type) [mm2]

Two stranded conductors with a TWIN ferrule [mm2]

Operating data

Nominal voltage

Nominal voltage

Nominal current [A]

Switch-off time

Switching capacity I
CN

UT 6-TMC ... 0.5 A - UT  6-TMC ... 5 A [A]

UT 6-TMC ... 6 A - UT  6-TMC ... 16 A [A]

Life

Cycles with 1 x I
N

General data

Weight [g]

Temperature range [°C]

Insulating material

Inflammability class acc. to UL 94

Description
Nominal

current
Color

Thermomagnetic circuit breaker, for 

mounting on NS 35...

0.5 A Gray

1 A Gray

2 A Gray

4 A Gray

5 A Gray

6 A Gray

8 A Gray

10 A Gray

12 A Gray

15 A Gray

16 A Gray

Plug-in bridge for cross connections in the bridge 

shaft

2 Red

3 Red

4 Red

5 Red

10 Red

20 Red

Warning sign for UT series Yellow

Screwdriver

UniCard sheet, for labeling the lateral groove

Zack marker strip, for labeling the lateral groove
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The UT 6-TMC thermomagnetic circuit 
breakers are impressive due to their 
compact design, large-surface labeling 
options and the double plug-in bridge shafts. 
They are integrated into the CLIPLINE 
complete system via the plug-in bridge 
shaft.

Thanks to their restartability and clear 
status display, the device protection 
switches ensure high system availability. 
Eleven nominal current levels from 0.5 A to 
16 A are available.

The large-surface center labeling enables 
a clear allocation of the relevant circuit 
breaker.

Trigger characteristic
A complete data sheet is available for 

each item at 
www.phoenixcontact.net/eshop for 
downloading.
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Multiples of IN

Thermomagnetic circuit breaker 
UT 6-TMC ...

The modular terminal block system - CLIPLINE complete
UT universal terminals - Screw connection terminal blocks

For more technical data, drawings and accessories, visit 

www.phoenixcontact.net/eshop.

Courtesy of Steven Engineering, Inc.-230 Ryan Way, South San Francisco, CA 94080-6370 
Main Office: (650) 588-9200-Outside Local Area: (800) 258-9200-www.stevenengineering.com
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Width Length Height NS 35/7,5

12.3 86 88.5

U
max.

 [V] Max. Ø [mm²] AWG

240 0.2 - 10 24 - 8

IEC UL / CUL CSA IEC/

EN 60079-7

240 - - -

0.5 / 6 - / - - / - - / -

6 - - -

24 - 8 - - -

Solid Stranded Ferrule

without / with plastic sleeve

0.2 - 10 0.2 - 10 0.25 - 6 0.25 - 6

0.2 - 2.5 0.2 - 2.5 0.25 - 1.5 -

0.5 - 4

240 V AC

28 V DC

Dependent on the article variant selected

Refer to the time/current characteristic curve

200 AC / 400 DC

200 AC / 400 DC

5000

50

-5 ... 60

PA

V0

Type I
max

Order No.
Pcs. / 

Pkt.

UT 6-TMC M 0,5A 0916603 6

UT 6-TMC M 1A 0916604 6

UT 6-TMC M 2A 0916605 6

UT 6-TMC M 4A 0916606 6

UT 6-TMC M 5A 0916607 6

UT 6-TMC M 6A 0916608 6

UT 6-TMC M 8A 0916609 6

UT 6-TMC M 10A 0916610 6

UT 6-TMC M 12A 0916611 6

UT 6-TMC M 15A 0916612 6

UT 6-TMC M 16A 0916613 6

FBS  2-6 32 A 3030336 50

FBS  3-6 32 A 3030242 50

FBS  4-6 32 A 3030255 50

FBS  5-6 32 A 3030349 50

FBS 10-6 32 A 3030271 10

FBS 20-6 32 A 3030365 10

WS UT 6 3047345 10

SZS 1,0X4,0 1205066 10

UC-TM 12 (see page 481)

ZB 12 (see page 490)
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UT 6-TMC M ...

The modular terminal block system - CLIPLINE complete
UT universal terminals - Screw connection terminal blocks
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