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EC-E1 ...

Description
Nominal

current
Type Order No.

Pcs. / 

Pkt.
Type I

max
Order No.

Pcs. / 

Pkt.

Electronic circuit breaker, signal contact: 1 N/O 

contact

1 A EC-E1 1A 0903023 6

2 A EC-E1 2A 0903024 6

3 A EC-E1 3A 0903025 6

4 A EC-E1 4A 0903026 6

6 A EC-E1 6A 0903028 6

8 A EC-E1 8A 0903029 6

10 A EC-E1 10A 0903030 6

12 A EC-E1 12A 0903031 6

Electronic circuit breaker, signal contact: 1 N/C 

contact

1 A EC-E4 1A 0903032 6

2 A EC-E4 2A 0903033 6

3 A EC-E4 3A 0903034 6

4 A EC-E4 4A 0903035 6

6 A EC-E4 6A 0903036 6

8 A EC-E4 8A 0903037 6

10 A EC-E4 10A 0903038 6

12 A EC-E4 12A 0903039 6

Technical data

Width / length / height [mm] 12.5 / 80 / 80 12.5 / 80 / 80

INTERFACE Power Supply
Power supply accessories

Depending on the line length and cross-
section, the SFB technology can reach its 
physical limits and electronic fuses are then 
used instead of line circuit breakers.

The ECP-E electronic circuit breaker 
constantly limits the fault current at 
1.8-times the protected nominal current.

For more technical data, drawings and accessories, visit 

www.phoenixcontact.net/eshop.

DC protection

EC-E4 ...

VIP-2/SC/PDM-2/…

Description
No. of

pos.

Module width

W
Type Order No.

Pcs. / 

Pkt.

VARIOFACE module, with two busbars (P1, P2) for potential 

distribution, per potential:

2 power terminal blocks/8 distributor 

terminal blocks

50.00 VIP-2/SC/PDM-2/16 2315256 1

2 power terminal blocks/12 distributor 

terminal blocks

70.40 VIP-2/SC/PDM-2/24 2315269 1

2 power terminal blocks/16 distributor 

terminal blocks

90.80 VIP-2/SC/PDM-2/32 2315272 1

Technical data

Operating voltage 250 V AC/DC

Max. perm. current (per branch) 15 A

Total current 30 A (per potential)

Ambient temperature range -20°C ... 50°C

Mounting position Any

Standards/regulations IEC 60664, DIN EN 50178, IEC 62103

Dimensions H / D 50 mm / 65.5 mm
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Note:

Type of housing:

Polyamide PA non-reinforced, color: green.

For marking systems and mounting material, see CLIPLINE catalog.

H W

D
– 2 potential levels
– Separate supply
– Consecutive labeling
– Screw connection

VIP - VARIOFACE Professional
modules as compact potential 
distributors
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