
Rigid and IMC Conduit

3130

Used to secure rigid conduit and IMC to wood.

Rigid Nail Straps

Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.

901-NS 1/2” 100 1000
902-NS 3/4” 100 1000
903-NS 1” 100 1000

Clamp Backs

Provides space between conduit and mounting surface,
for use with malleable or aluminum straps.

Malleable Iron
Catalog Trade Unit Std.
Number Size Qty. Pkg.

941 1/2” 50 250
942 3/4” 50 250
943 1” 25 100
944 1 1/4” 20 100
945 1 1/2” 10 100

Catalog Trade Unit Std.
Number Size Qty. Pkg.

946 2” 5 50
947 2 1/2” 2 10
948 3” 2 10
949 3 1/2” --- 5
950 4” --- 5

Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.

941-AL 1/2” 50 250
942-AL 3/4” 50 250
943-AL 1” 25 100

Catalog Trade Unit Std.
Number Size Qty. Pkg.

944-AL 1 1/4” 20 100
945-AL 1 1/2” 10 100
946-AL 2” 5 50

Rigid and IMC Conduit

Reducing Washers

Galvanized Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.

1061 3/4” - 1/2” 250 1000
1062 1” - 1/2” 250 1000
1063 1” - 3/4” 250 1000
1064 1 1/4” - 1/2” 100 500
1065 1 1/4” - 3/4” 100 500
1066 1 1/4” - 1” 100 500
1067 1 1/2” - 1/2” 100 200
1068 1 1/2” - 3/4” 100 200
1069 1 1/2” - 1” 100 200

1070 1 1/2” - 1 1/4” 100 200
1071 2” - 1/2” 50 100
1072 2” - 3/4” 50 100
1073 2” - 1” 50 100
1074 2” - 1 1/4” 50 100
1075 2” - 1 1/2” 50 100
1076 2 1/2” - 1/2” 50 100
1077 2 1/2” - 3/4” 50 100
1078 2 1/2” - 1” 50 100
1079 2 1/2” - 1 1/4” 50 100

1080 2 1/2” - 1 1/2” 50 100
1081 2 1/2” - 2” 50 100
1082 3” - 1/2” --- 25
1083 3” - 3/4” --- 25
1084 3” - 1” --- 25
1085 3” - 1 1/4” --- 25
1086 3” - 1 1/2” --- 25
1087 3” - 2” --- 25
1088 3” - 2 1/2” --- 25

Catalog Trade Unit Std.
Number Size Qty. Pkg.

1089-1 3 1/2” - 1/2” --- 10
1089-2 3 1/2” - 3/4” --- 10
1089-3 3 1/2” - 1” --- 10
1089-4 3 1/2” - 1 1/4” --- 10
1089-5 3 1/2” - 1 1/2” --- 10
1089-6 3 1/2” - 2” --- 10
1089-7 3 1/2” - 2 1/2” --- 10
1089-8 3 1/2” - 3” --- 10

1090-1 4” - 1/2” --- 10
1090-2 4” - 3/4” --- 10
1090-3 4” - 1” --- 10
1090-4 4” - 1 1/4” --- 10
1090-5 4” - 1 1/2” --- 10
1090-6 4” - 2” --- 10
1090-7 4” - 2 1/2” --- 10
1090-8 4” - 3” --- 10
1090-9 4” - 3 1/2” --- 10

To be used in pairs to reduce the size of knockout holes.

File No. E11259: 1061 thru 1088

File No. LR39354: 1061 thru 1088


