Product data sheet 04487

Characteristics Prisma P - Connection for vertical fixed
NS1600 - 3P - 1600 A

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications.

Main
. ) Range Prisma
] et = : Product or component Connection
type
Complementary
Cubicle-device connection Linergy busbar
Poles description 3P
Installation description Cubicle : 600 mm
Installed device Compact : fixed NS1600 vertical installation
[le] rated operational current 1600 A
Range compatibility Prisma - P
Environment
Standards IEC 61439-2
Product certifications ASEFA
KEMA
Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Will be Compliant on 4Q2019
REACh Reference not containing SVHC above the threshold
Product environmental profile Available T
Product end of life instructions Available T
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http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z000&el_typ=rendition&cat_id=BU_ED_1024_L3&maj_v=1&min_v=55&frm=first&usg=first&doc_id=H635383&dwnl=true
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z000&el_typ=rendition&cat_id=BU_ED_1024_L3&maj_v=1&min_v=55&frm=first&usg=first&doc_id=H701667&dwnl=true

