Product data sheet 03293

Characteristics Prisma - G & P - Front plate for Vigi NSX250 -
toggle - W = 250 mm

Main
Range of product PrismaG - wall-mounted duct : 300 mm
PrismaG - floor-standing duct : 300 mm
Product or component Front plate
type
Type of front plate Cut-out
Installed device Compact : fixed NSX100...250 with earth leakage
protection - control: toggle - vertical installation
Poles description 1x4P
1x 3P
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Number of vertical modules (50 mm) 11 §
Height 550 mm g
Colour White RAL 9001 .
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Product end of life instructions Need no specific recycling operations %gg
£5°
SEL
5§39
T8
S5t
§3°
= n el
88
E55
528
252
S5E
528
8§S¢
522
O .=
cEQ
38¢
o] S
3c?
58 £
E32
©0 2y
FFR=
Aug 6, 2015 .
hae Schneider

3E\ectr\c 1

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=1454365&lang=en-us
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z000&el_typ=rendition&cat_id=BU_ED_1024_L3&maj_v=1&min_v=55&frm=first&usg=first&doc_id=H631705&dwnl=true

