
The marking system from Phoenix Contact
Conductor marking

Marking collars with single-character
labeling

The conductor marking collars permit
simple, reliable conductor labeling.
Markings with more than one character can
be produced by combining several collars.

The special shape of the sleeves prevents
individual symbols on the conductor from
being accidentally twisted round.
Please observe the ordering example for PMH . .. : SYMBOLS.
See page 422.

') Please specify the required marking with order. Minimum order
per imprint : 1 packing unit.

Description

	

Color

Conductor marking collar, printed horizontally, for diameter:
1 .4mm-2 .5mm
Unprinted

	

yellow
printed :With numbers 0-9 1 )

	

yellow
printed :With upper case letters A-Zl )

	

yellow
printed : With symbols . : = + - /

	

L1 L2 L3 PE

	

yellow
PEN')

Conductor marking collar, printed horizontally, for diameter:
1 .9mm-3.8mm
Unprinted

	

yellow
printed:With numbers 0-91 )

	

yellow
printed:With upper case letters A-Z 1 )

	

yellow
printed: With symbols . :=+-/-4. L1 L2 L3 PE

	

yellow
PEN')

Conductor marking collar, printed horizontally, for diameter:
3 .0mm-6 .0mm
Unprinted

	

yellow
printed :With numbers 0-9 1 )

	

yellow
printed :With upper case letters A-Z')

	

yellow
printed : With symbols . :=+-/-. 4. L1 L2 L3 PE

	

yellow
PEN')

Conductor marking collar, printed horizontally, for diameter:
5.0 mm - 9 .0 mm
Unprinted

	

yellow
printed :With numbers 0-9 1 )

	

yellow
printed :With upper case letters A-Z1 )

	

yellow
printed : with symbols = + - / -. 4. L1 L2 L3 PE

	

yellow
PEN')

Conductor marking collar, printed horizontally, for diameter:
8 .5mm-12 .0mm
Unprinted

	

yellow
printed :With numbers 0-9 1)

	

yellow
printed :With upper case letters A-Z')

	

yellow
printed : with symbols = + - / - 4. L1 L2 L3 PE

	

yellow
PEN')

Threading pin, helps thread PMH onto the conductor ; insert
conductor into pin opening and slide collars onto the conductor

For conductor cross-section 0 .5-1 mm2 or outer
diameter 2 .0-2 .5 mm (PMH 0)

For conductor cross-section 1 .0-1 .5 mm2 or outer
diameter 2 .5-3 .3 mm (PMH 1)

For conductor cross-section 2 .5-4 mm2 or outer
diameter 2 .9-4 .1 mm (PMH 1/PMH 2)

For conductor cross-section 6-10 mm2 or outer
diameter 3.8-5 .4 mm (PMH 2/PMH 3)

PMH 0 . . .

Type

PMH 0 :UNBEDRUCKT

Order No.

0800417

Pos.
Pkt.

100
PMH 0 :ZAHLEN 0800420 100
PMH 0 :GROSSBUCHSTABEN 0800433 100
PMH 0 :SYMBOLE 0800446 100

PMH 1 . ..

Type

	

Order No.

PMH 1 :UNBEDRUCKT 0800459 10C
PMH 1 :ZAHLEN 0800462 10C
PMH 1 :GROSSBUCHSTABEN 0800475 10C
PMH 1 :SYMBOLE 0800488 100

AFD-1,5 0800789

1AFD-2 0800679

Psis
Pkt

AFD-1 10800666

Technical data
General data
Material

Inflammability class acc . to UL 94
Temperature range
Wipe resistance

Components
Conductor diameter range
Conductor cross section range
Conductor cross section range

EVA
VO

EVA

VO
[°C]

	

-45 .. . 70 -45 .. . 70
DIN EN 61010-1/VDE 0411-1
free from silicone, halogen and cadmium

DIN EN 61010-1NDE 0411-1
free from silicone, halogen and cadmium

[mm]

	

1 .4 . .. 2 .5 1 .9 . . . 3 .8
[mm 2]

	

0.5 . .. 0 .75 0 .75 . . . 2 .5
AWG

	

20 . . . 16 20 .. . 16
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Conductor marking

PMH 2 . . . PMH 3 . . . PMH 4 . ..

Type Order No . Pcs
Pkt .

Type Order No .
Pcs
Pkt .

	

Type Order No.
Pcs.
Pkt.

rMH 2 :UNBEDRUCKT

	

0800491 100
PMH 2 :ZAHLEN

	

0800501 100
PMH 2 :GROSSBUCHSTABEN

	

0800514 100
PMH 2 :SYMBOLE 0800527 100

PMH 3 :UNBEDRUCKT
PMH 3 :ZAHLEN
PMH 3 :GROSSBUCHSTABEN
PMH 3 :SYMBOLE

0800530
0800543
0800556
0800569

50
50
50
50

PMH 4 :UNBEDRUCKT 0800572 50
PMH 4 :ZAHLEN 0800585 50
PMH 4 :GROSSBUCHSTABEN 0800598 50
PMH 4 :SYMBOLE 0800608 50

AFD-2

OFD 3

0800679

	

1

0800682

	

1 APO-3 0800682 1

45 .. . 70

EVA
VO
-45 . . . 70

EVA

VO
-45 . .. 70

DIN EN 61010-1NDE 0411-1 DIN EN 61010-1NDE 0411-1 DIN EN 61010-1NDE 0411-1

tee from silicone, halogen and cadmium free from silicone, halogen and cadmium free from silicone, halogen and cadmium
3 .. .6 5 . . .9 8 .5 . . . 12

2.5 ...6 6 . . . 16 25 .. . 35
20 ...16 20 .. . 16 20 .. . 16
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