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You’d never know it’s a fan,
and that’s the point.

Recessed Fan/Light 
•  High efficiency centrifugal fan delivers

70 CFM at 1.5 sones
•  Trim matched to designs of major 

recessed light manufacturers
•  Put multiple units in larger rooms
•  Model 744 uses a 75 watt bulb, either 

R30 or BR30 for standard applications
•  Model 744FL uses a 14 watt 

R30 shaped fluorescent bulb
•  UL Listed for use over bathtubs or showers 

when connected to a GFCI protected branch 
circuit. Model 744 also requires a PAR30L 
or PAR30LN type bulb.

•  6-7/8" high housing appropriate for new 
construction and 2" x 8" ceiling joists

• 4" round duct connector
• Not for use over cooking surfaces
• Optional wall control switches available
• Type IC, sealed housing

Broan took recessed lighting a step 
further by incorporating powerful 
ventilation in the same design. These 
fan/lights disappear into the ceiling 
with other recessed lights, so they are 
practical decorating solutions for any 
room in the house. In the bath they 
control humidity, and in a utility room, 
kitchen or high-traffic family room they 
keep the air fresh and comfortable.
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Model 744

    Energy 
Model CFM Sones Lighting Star
744 70 1.5 75W  —

744FL 70 1.5 14W Fluor. Yes

Broan Ventilation Fan/Lights – Decorative

Energy Star fans use 65% less energy, 
on average, than standard models and 
may qualify for local utility rebates.

Fluorescent lighting, Title 24 compliant.



Sones, Baths Lighting
HVI- up to Watts Main/ Energy Title 24 Housing Dimensions Grille Dimensions

Page CFM certified (   ) Sq Ft Nightlight Star Compliant Duct Size" L" W" H" L" W" Grille finish Amps
QTXE080FLT 27 80 0.3 75 42/4 Yes Yes 6 113⁄3⁄3 8⁄8⁄ 101⁄1⁄1

2⁄2⁄ 73⁄3⁄3 4⁄4⁄ 133⁄3⁄3⁄8⁄ 141⁄1⁄1⁄4⁄ White Polymeric 1.0

QTXE110FLT 27 110 0.7 100 42/4 Yes Yes 6 113⁄3⁄3 8⁄8⁄ 101⁄1⁄1
2⁄2⁄ 73⁄3⁄3 4⁄4⁄ 133⁄3⁄3⁄8⁄ 141⁄1⁄1⁄4⁄ White Polymeric 1.0

QTXE150FLT 27 150 1.4 140 42/4 Yes Yes 6 113⁄3⁄3 8⁄8⁄ 101⁄1⁄1
2⁄2⁄ 73⁄3⁄3 4⁄4⁄ 133⁄3⁄3⁄8⁄ 141⁄1⁄1⁄4⁄ White Polymeric 1.2

QTRE080FLT 27 80 0.8 75 42/4 Yes Yes 4 113⁄3⁄3 8⁄8⁄ 101⁄1⁄1
2⁄2⁄ 73⁄3⁄3 4⁄4⁄ 123⁄3⁄3⁄8⁄ 14 White Polymeric 1.0

QTRE110FLT 27 110 1.3 100 42/4 Yes Yes 4 113⁄3⁄3 8⁄8⁄ 101⁄1⁄1
2⁄2⁄ 73⁄3⁄3 4⁄4⁄ 123⁄3⁄3⁄8⁄ 14 White Polymeric 1.0

QTR080L 27 80 1.0 75 100/4 4 113⁄3⁄3 8⁄8⁄ 101⁄1⁄1
2⁄2⁄ 73⁄3⁄3 4⁄4⁄ 123⁄3⁄3⁄8⁄ 14 White Polymeric 1.6

QTR110L 27 110 1.5 100 100/4 4 113⁄3⁄3 8⁄8⁄ 101⁄1⁄1
2⁄2⁄ 73⁄3⁄3 4⁄4⁄ 123⁄3⁄3⁄8⁄ 14 White Polymeric 1.8

QTX110SL 32 110 0.9 100 100/4 6 113⁄3⁄3 8⁄8⁄ 101⁄1⁄1
2⁄2⁄ 73⁄3⁄3 4⁄4⁄ 13 133⁄3⁄3 4⁄4⁄ White Polymeric 0.3

QTXE110SFLT 32 110 0.7 100 42/4 Yes Yes 6 113⁄3⁄3 8⁄8⁄ 101⁄1⁄1
2⁄2⁄ 73⁄3⁄3 4⁄4⁄ 13 133⁄3⁄3 4⁄4⁄ White Polymeric 0.3

657 33 70 4.0 65 100 4 141⁄1⁄1⁄4⁄ 81⁄1⁄1⁄4⁄ 53⁄3⁄3⁄4⁄ 163⁄3⁄3
4⁄4⁄ 105⁄5⁄5

8⁄8⁄ White Polymeric 2.0

678 33 50 2.5 45 13 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 111⁄1⁄1⁄8⁄ 105⁄5⁄5⁄8⁄ White Polymeric 1.6

679 33 70 3.5 65 100 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 111⁄1⁄1⁄8⁄ 105⁄5⁄5⁄8⁄ White Polymeric 2.0

679FLT 33 70 3.5 65 13 Yes 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 111⁄1⁄1⁄8⁄ 105⁄5⁄5⁄8⁄ White Polymeric 1.3

680 33 100 4.0 90 100 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 111⁄1⁄1⁄8⁄ 105⁄5⁄5⁄8⁄ White Polymeric 2.2

680FLT 33 100 4.0 90 22 Yes 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 111⁄1⁄1⁄8⁄ 105⁄5⁄5⁄8⁄ White Polymeric 1.7

696 33 100 4.5 90 100 4 141⁄1⁄1⁄4⁄ 81⁄1⁄1⁄4⁄ 53⁄3⁄3⁄4⁄ 163⁄3⁄3
4⁄4⁄ 105⁄5⁄5

8⁄8⁄ White Polymeric 2.0

707 33 70 3.5 65 100 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 101⁄1⁄1⁄2⁄ 111⁄1⁄1⁄2⁄ Oak Frame 2.0

721 30 100 3.5 90 100/7 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 151⁄1⁄1⁄8⁄  Dia Oak/Polished brass 2.2

741BR 30 70 3.5 65 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 133⁄3⁄3⁄8⁄  Dia Brass 2.2

741SN 30 70 3.5 65 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 133⁄3⁄3⁄8⁄  Dia Satin Nickel 2.2

741WH 30 70 3.5 65 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 133⁄3⁄3⁄8⁄  Dia White 2.2

744 31 70 1.5 65 75 4 81⁄1⁄1⁄4⁄ 123⁄3⁄3⁄4⁄ 63⁄3⁄3⁄4⁄ 73⁄3⁄3⁄8⁄  Dia⁄  Dia⁄ Matte White 1.2

744FL 31 70 1.5 65 14 Yes Yes 4 81⁄1⁄1⁄4⁄ 123⁄3⁄3⁄4⁄ 63⁄3⁄3⁄4⁄ 73⁄3⁄3⁄8⁄  Dia⁄  Dia⁄ Matte White 0.7

750 33 100 3.5 90 100/7 4 9 9 6 15 Dia White Polymeric 1.9

751 33 100 3.5 90 100 4 9 9 6 15 Dia White Polymeric 1.9

754RB 28 70 3.5 65 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 131⁄1⁄1⁄8⁄  Dia Oil-rubbed Bronze 2.2

754SN 28 70 3.5 65 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 131⁄1⁄1⁄8⁄  Dia Nickel 2.2

755 29 70 3.5 65 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 131⁄1⁄1⁄8⁄  Dia Antique Crackle 2.2

756 29 80 2.5 75 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 131⁄1⁄1⁄8⁄  Dia White 1.6

757PT 29 80 2.5 75 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 131⁄1⁄1⁄8⁄  Dia Pewter 1.6

757SN 29 80 2.5 75 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 131⁄1⁄1⁄8⁄  Dia Satin Nickel 1.6

758 29 70 3.5 65 120 (2-60W) 4 81⁄1⁄1⁄4⁄ 8 53⁄3⁄3⁄4⁄ 131⁄1⁄1⁄8⁄  Dia White 2.2

HD50L 33 50 1.5 45 100 4 8 81⁄1⁄1⁄4⁄ 53⁄3⁄3⁄4⁄ 101⁄1⁄1⁄4⁄ 101⁄1⁄1⁄4⁄ White Polymeric 0.4

HD80L 33 80 2.5 75 100 4 8 81⁄1⁄1⁄4⁄ 53⁄3⁄3⁄4⁄ 101⁄1⁄1⁄4⁄ 101⁄1⁄1⁄4⁄ White Polymeric 0.6

CFM/Sones  .125" Ps (AMCA)  Housing Dimensions Grille Dimensions Amps
Page CFM Sones L" W" H" L" W" at 60 Hz Duct" Watts Volts

L200L 22 195 1.9 121⁄1⁄1⁄4⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ — — 1.8 8 127 120

L200MG 22 215 1.9 121⁄1⁄1⁄4⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 14 14 1.8 8 127 120

L250 22 259 2.2 121⁄1⁄1⁄4⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 14 14 2.1 8 166 120

L250L 22 245 2.3 121⁄1⁄1⁄4⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ — — 2.1 8 166 120

L250MG 22 265 2.5 121⁄1⁄1⁄4⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 14 14 2.1 8 166 120

L300 22 308 2.9 121⁄1⁄1⁄4⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 14 14 2.6 8 212 120

L300KMG 22 277 3.1 121⁄1⁄1⁄4⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 14 14 2.6 8 212 120

L300L 22 293 3.1 121⁄1⁄1⁄4⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ — — 2.6 8 212 120

L300MG 22 316 3.0 121⁄1⁄1⁄4⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 14 14 2.6 8 212 120

L400 23 434 2.3 211⁄1⁄1⁄2⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 231⁄1⁄1⁄4⁄ 14 1.4 41⁄1⁄1⁄2⁄  x 18⁄  x 18⁄ 1⁄1⁄1⁄2⁄ 146 120

L400K 23 406 3.3 211⁄1⁄1⁄2⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 231⁄1⁄1⁄4⁄ 14 1.4 41⁄1⁄1⁄2⁄  x 18⁄  x 18⁄ 1⁄1⁄1⁄2⁄ 146 120

L400L 23 406 1.6 211⁄1⁄1⁄2⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ — — 1.4 41⁄1⁄1⁄2 ⁄ x 181⁄1⁄1⁄2⁄ 146 120

L500 23 514 3.3 211⁄1⁄1⁄2⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 231⁄1⁄1⁄4⁄ 14 2.2 41⁄1⁄1⁄2⁄  x 18⁄  x 18⁄ 1⁄1⁄1⁄2⁄ 232 120

L500K 23 481 4.4 211⁄1⁄1⁄2⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 231⁄1⁄1⁄4⁄ 14 2.2 41⁄1⁄1⁄2⁄  x 18⁄  x 18⁄ 1⁄1⁄1⁄2⁄ 232 120

L500L 23 519 3.4 211⁄1⁄1⁄2⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ — — 2.2 41⁄1⁄1⁄2⁄  x 18⁄  x 18⁄ 1⁄1⁄1⁄2⁄ 232 120

L700 23 701 4.7 211⁄1⁄1⁄2⁄ 121⁄1⁄1⁄4⁄ 113⁄3⁄3⁄4⁄ 231⁄1⁄1⁄4⁄ 14 2.9 41⁄1⁄1⁄2⁄  x 18⁄  x 18⁄ 1⁄1⁄1⁄2⁄ 313 120

L700L 23 681 3.7 211⁄1⁄1⁄2⁄ 12v 113⁄3⁄3⁄4⁄ — — 2.9 41⁄1⁄1⁄2⁄  x 18⁄  x 18⁄ 1⁄1⁄1⁄2⁄ 313 120

L900 23 901 4.1 22 18 18 237⁄7⁄7⁄8⁄ 197⁄7⁄7⁄8⁄ 3.0 8 x 12 306 120

L900L 24 894 3.8 22 18 18 — — 3.0 8 x 12 306 120

L1500 24 1513 8.4 22 18 18 237⁄7⁄7⁄8⁄ 197⁄7⁄7⁄8⁄ 5.0 8 x 12 468 120

L1500L 24 1214 6.7 22 18 18 — — 5.0 8 x 12 468 120

L2000L 24 1791 9.4 38 145⁄5⁄5⁄8⁄ 145⁄5⁄5⁄8⁄ — — 5.8 73⁄3⁄3⁄4 ⁄ x 333⁄3⁄3⁄4⁄ 590 120

L3500EXL 24 3452 14.5 453⁄3⁄3⁄4⁄ 163⁄3⁄3⁄4⁄ 163⁄3⁄3⁄4⁄ — — 5.4 93⁄3⁄3⁄4 ⁄ x 413⁄3⁄3⁄8⁄ 1204 120
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High Capacity Fans continued

Fan/Lights

Broan Ventilation Fans – Specifications


