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Ordering data

General data

Material PA

Inflammability class acc. to UL 94 V2

Temperature range [°C] -40 ... 100

Wipe resistance DIN EN 61010-1 (VDE 0411-1)

Components Free from silicone and halogen

Description Color Type Order No.
Pcs. / 

Pkt.

Zack marker strip, flat,10-section, unprinted: for individual 

labeling with TML (EX4,2)R TR, X-PEN or CMS P1 PLOTTER, 

sufficient for labeling 100 terminal blocks per pack

White ZBF 5:UNBEDRUCKT 0808642 10

White ZBF 5/WH-100:UNBEDRUCKT 0808668 100

Zack marker strip, flat, 10-section, printed horizontally: with 

consecutive numbers, e.g. 1-10, 11-20, etc. up to 991-10001)

White ZBF 5,LGS:FORTL.ZAHLEN 0808671 10

Zack marker strip, flat, printed horizontally, 10-section, with 

even numbers, e.g. 2-20, 22-40, etc. up to 82-1001)

White ZBF 5,LGS:GERADE ZAHLEN 0810821 10

Zack marker strip, flat, printed horizontally, 10-section, with 

odd numbers, e.g. 1-19, 21-39, etc. up to 81-991)

White ZBF 5,LGS:UNGERADE ZAHLEN 0810863 10

Zack marker strip, flat, printed vertically, 10-section, with 

consecutive numbers, e.g. 1-10, 11-20, etc. up to 91-1001)

White ZBF 5,QR:FORTL.ZAHLEN 0808697 10

Zack marker strip, flat, special printing, 10-section, divisible, 

marking according to customer requirements, please specify the 

desired marking with order

White ZBF 5:SO/CMS 0808707 1

5-section White

Marking foil for Zack marker strip, flat, unprinted, for thermal 

transfer printer, perforated, 1 roll = 1000 strips, strip length: 

101 mm, height of strip: 4.2 mm

Transparent TML (101X4,2)R TR 0816621 1
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CMS-P1-PLOTTER X-PEN

Can be printed with:Terminal block and module marking 
with flat zack marker strip

COMBICON accessories
ZB/ZBF zack marker strip

The ZBF flat zack marker strip is designed 
for marking terminal blocks, equipment and 
smaller modules with Phoenix Contact 
marker grooves.

The flat zack marker strip is available in all 
common pitches in labeled or unlabeled 
versions.

Further pitches and labelings are possible 
on request.
1) 10 identically marked strips make up one packing unit (PU).

ZBF 5 ...
For terminal width 5.2 mm
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PA PA PA

V2 V2 V2

-40 ... 100 -40 ... 100 -40 ... 100

DIN EN 61010-1 (VDE 0411-1) DIN EN 61010-1 (VDE 0411-1) DIN EN 61010-1 (VDE 0411-1)

Free from silicone and halogen Free from silicone and halogen Free from silicone and halogen

Type Order No.
Pcs. / 

Pkt.
Type Order No.

Pcs. / 

Pkt.
Type Order No.

Pcs. / 

Pkt.

ZBF 7,5:UNBEDRUCKT 0809942 10 ZBF10:UNBEDRUCKT 0809997 10 ZBF 15:UNBEDRUCKT 0811202 10

ZBF 7,5,LGS:FORTL.ZAHLEN 0809955 10 ZBF10,LGS:FORTL.ZAHLEN 0810009 10

ZBF 7,5,QR:FORTL.ZAHLEN 0809968 10 ZBF10,QR:FORTL.ZAHLEN 0810025 10

ZBF 7,5:SO/CMS 0809971 1 ZBF10:SO/CMS 0809984 1

ZBF 15:SO/CMS 0814717 1

TML (101X4,2)R TR 0816621 1 TML (101X4,2)R TR 0816621 1 TML (101X4,2)R TR 0816621 1
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COMBICON accessories
ZB/ZBF zack marker strip

ZBF 7,5 ...
For terminal width 7.5 mm

ZBF 10 ...
For terminal width 10.2 mm

ZBF 15 ...
For terminal width 15 mm
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