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Product data sheet
Characteristics

08593
Prisma P - HMI cut-out door - W = 300 mm -
IP30

Main
Range of product Prisma P
Product or component
type

Door

Type of front cover HSI cut-out
Provided equipment Black handle with lock for 405 key
Additional information Can be equipped with front plates for 72 x 72 mm or

96 x 96 mm instruments
Quantity per set Set of 1

Complementary
Door opening side Reversible
Key number 405
Installation description Cubicle duct : 300 mm
Number of vertical modules (50 mm) 36
Special colour options Yes
Height 2000 mm
Width 300 mm
Colour White RAL 9001

Environment
IP degree of protection IP31
IK degree of protection IK08 conforming to EN/IEC 62262
Standards EN/IEC 61439-1

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant - since 0813 - Schneider Electric declaration of conformity
REACh Reference not containing SVHC above the threshold
Product environmental profile Available  Download Product Environmental
Product end of life instructions Available  Download End Of Life Manual

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=1455483&lang=en-us
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z000&el_typ=rendition&cat_id=BU_ED_1024_L3&maj_v=1&min_v=55&frm=first&usg=first&doc_id=H635383&dwnl=true
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z000&el_typ=rendition&cat_id=BU_ED_1024_L3&maj_v=1&min_v=55&frm=first&usg=first&doc_id=H701667&dwnl=true

