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PATG..., PATO..., PABA

Description Color Type Order No. Pcs. Pkt.
Conductor marker carrier,
closed,
conductor diameter in mm 06-1.2 transparent PATG 0 1013740 1000
15-25 PATG 1 1013025 1000
20-40 PATG 2 1013038 1000
40-7.0 PATG 3 1013 041 500
6.0-10.0 PATG 4 1013054 500
10.0-14.0 PATG 5 1013067 200
14.0-22.0 PATG 6 1013070 200
22.0-30.0 PATG 7 1013083 50
30.0-35.0 PATG 8 1013096 50
35.0-50.0 PATG 9 1013106 50
Conductor marker carrier,
open,
conductor diameter in mm 2.0 - 3.5 transparent/white PATO 1 1013119 1000
28-50 PATO 2 1013122 1000
5.0-8.0 PATO 3 1013135 500
8.0-10.0 PATO 4 1013148 500
Marker ::;b_“o'}fﬁgg;?d: white o+ PABA WH 1013151 50
lettering area 4 mm yellow s PABA YE 1013698 50
rede PABA RD 101394 4 50
bluee PABA BU 0800721 50
Jabelled act, 1o customet requirerents PABA.. SO/CMS..." 1013274 10

Technical data

Material PATG/PATO ABS/PVC

Color see description

Material PABA ABS

Inflammability class acc. to UL 94 VO

Temperature range [°C] —15to + 65

Color see description

Wipe resistance DIN 30 646: 1993-11, DIN VDE 0611-1: 1977-11
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" Please specify required marking and color with order.
¢ = can be labelled with CMS

Dimensional drawing
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Circuit diagram
PABA

12 34 5 & 7T 8 8 MW
Marking direction: horizontal
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