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877 Series Fuse, Lead-free 3.6 x 10 mm, Slo-Blo® Fuse

Features

Applications

Electrical Characteristics

Electrical Characteristics

Description

Agency Agency File Number Ampere Range

% of Ampere 
Rating

Opening Time

Amp Code
Ampere
Rating

(A)

Voltage 
Rating 

(V)

Interrupting
Rating

Nominal
Cold

Resistance 
(Ohms)

Nominal
Melting

I t (A  sec)

Nominal
Voltage 

Drop (mV)

Nominal
Power 

Dissipation
(mW)

Agency Approvals
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Introduction to Circuit ProtectionIntroduction to Circuit Protection
Transientology
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Average Time Current CurvesTemperature Rerating Curve

Soldering Parameters - Wave Soldering

Dwell Time
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Cooling TimePreheat Time

Wave Parameter Lead-Free Recommendation

Preheat:

C

C

Solder Pot Temperature:

Solder Dwell Time:

Recommended Hand-Solder Parameters:

Note:  These devices are not recommended for IR or 
Convection Reflow process.

Recommended Process Parameters:
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Product Characteristics

Operating Temperature

Thermal Shock

Vibration

Humidty

Salt Spray

Materials

Terminal Strength

Solderability

Product Marketing

Packaging

Dimensions Part Numbering System

Packaging

Packaging Option Packaging Specification Quantity
Quantity &

 Packaging Code
Taping Width

877 Series

All dimensions in mm

0877 M X E Pxxxx

Lead-free

Series

Packaging Code
X = Filler

Option Code
E = Axial Leaded

P = Lead-Free
Others = Special Options

Please call Littelfuse for detail

Quantity Code
M = 1000

Amp Code
Refer to Amp Code column of 
Electrical Characteristics Table




