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TURCK
Industrial Connectivity Products

Drawing Part Number Housing Specs. Application Pinout

B 8141-0

PBT, Black
PG 7 cable gland
accepts 4-6 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
250 V, 4 A

Mates with standard
key 4-pin cordsets
and receptacles

B 8141-0/PG 9

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
250 V, 4 A

Mates with standard
key 4-pin cordsets
and receptacles

B 8151-0/PG 9

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
125 V, 4 A

Mates with standard
key 5-pin cordsets
and receptacles

BM 8151-0

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
Metal Coupling Nut
85°C
125 V, 4 A

Mates with standard
key 5-pin cordsets
and receptacles

BWS 8141-0

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
250 V, 4 A

Mates with reverse
key 4-pin cordsets
and receptacles

BWS 8151-0

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
125 V, 4 A

Mates with reverse
key 5-pin cordsets
and receptacles

B 8181-0

Nylon, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
60 VAC/75 VDC, 2 A

Mates with standard
key 8-pin cordsets
and receptacles

4, 5 and 8-Wire M12 eurofast ® Field Wireable Connectors, Standard and Reverse Key

• Straight Female Connectors

• IEC IP 67 Protection
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Drawing Part Number Housing Specs. Application Pinout

B 8241-0

PBT, Black
PG 7 cable gland
accepts 4-6 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
250 V, 4 A

Mates with standard
key 4-pin cordsets
and receptacles

B 8241-0/PG 9

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
85°C
250 V, 4 A

Mates with standard
key 4-pin cordsets
and receptacles

B 8251-0/PG 9

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
125 V, 4 A

Mates with standard
key 5-pin cordsets
and receptacles

BWS 8251-0/PG 9

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
125 V, 4 A

Mates with reverse
key 5-pin cordsets
and receptacles

B 8281-0

Nylon, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
60 VAC/ 75 VDC, 2 A

Mates with standard
key 8-pin cordsets
and receptacles

4, 5 and 8-Wire M12 eurofast ® Field Wireable Connectors, Standard and Reverse Key

• Right Angle Female Connectors

• IEC IP 67 Protection
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TURCK
Industrial Connectivity Products

Drawing Part Number Housing Specs. Application Pinout

BS 8141-0

PBT, Black
PG 7 cable gland
accepts 4-6 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
250 V, 4 A

Mates with standard
key 4-pin cordsets
and receptacles

BS 8141-0/PG 9

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
250 V, 4 A

Mates with standard
key 4-pin cordsets
and receptacles

BS 8151-0/PG 9

PBT, Black
PG 9 cable gland,
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
125 V, 4 A

Mates with standard
key 5-pin cordsets
and receptacles

BS 8157-0/PG 9

PBT, Black
PG 9 cable gland,
accepts 6-8 mm cable diameter
Spring clamp
accepts up to 20 AWG conductors
85°C
125 V, 4 A

Mates with standard
key 5-pin cordsets
and receptacles,
spring clamp

BSWS 8141-0

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
250 V, 4 A

Mates with reverse
key 4-pin cordsets
and receptacles

BSWS 8151-0

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
125 V, 4 A

Mates with reverse
key 5-pin cordsets
and receptacles

BS 8181-0

Nylon, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
60 VAC/75 VDC, 2 A

Mates with standard
key 8-pin cordsets
and receptacles

4, 5 and 8-Wire M12 eurofast ® Field Wireable Connectors, Standard and Reverse Key

• Straight Male Connectors

• IEC IP 67 Protection

Courtesy of Steven Engineering, Inc.-230 Ryan Way, South San Francisco, CA 94080-6370-Main Office: (650) 588-9200-Outside Local Area: (800) 258-9200-www.stevenengineering.com

http://www.turck.us


www.turck.us   1-800-544-7769      Fax: (763) 553-0708      TURCK Inc.  Minneapolis, MN 55441 B2006 D166

Industrial
Automation

Fi
el

d
W

ir
ea

bl
es

Drawing Part Number Housing Specs. Application Pinout

BS 8241-0

PBT, Black
PG 7 cable gland
accepts 4-6 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
250 V, 4 A

Mates with standard
key 4-pin cordsets
and receptacles

BS 8241-0/PG 9

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
85°C
250 V, 4 A

Mates with standard
key 4-pin cordsets
and receptacles

BS 8251-0/PG 9

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
125 V, 4 A

Mates with standard
key 5-pin cordsets
and receptacles

BSWS 8241-0

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
250 V, 4 A

Mates with reverse
key 4-pin cordsets
and receptacles

BSWS 8251-0

PBT, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
125 V, 4 A

Mates with reverse
key 5-pin cordsets
and receptacles

BS 8281-0

Nylon, Black
PG 9 cable gland
accepts 6-8 mm cable diameter
Screw terminals
accepts up to 18 AWG conductors
85°C
60 VAC/ 75 VDC, 2 A

Mates with standard
key 8-pin cordsets
and receptacles

4, 5 and 8-Wire M12 eurofast ® Field Wireable Connectors, Standard and Reverse Key

• Right Angle Male Connectors

• IEC IP 67 Protection
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