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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

LUMOTAST 75 IP40 - Illuminated pushbutton

Technical Data

General information

Dimensions

Mechanical design

contact

Illumination yes

Mechanical characteristics

Electrical characteristics

II

Other specifications

yes

Approvals
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

Description Photo Order no. Additional acces- 
sories see page

Typical accessories LUMOTAST 75 IP40 - Illuminated pushbutton

1.90.100.022/0000

1.90.100.023/0000

1.90.690.331/0000

1.90.690.332/0000

1.90.690.333/0000

1.90.690.334/0000

1.90.690.335/0000

1.90.692.001/0000

1.90.692.002/0000

1.90.692.003/0000

1.90.900.002/0000

1.90.900.004/0000
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

LUMOTAST 75 IP40 - Illuminated pushbutton, protruding lens, round collar

Contact arrangement Contact function Colour of collar Order no. 
without lens

Note

black 1.15.108.451/0000

latching black 1.15.108.551/0000

black 1.15.108.452/0000

latching black 1.15.108.552/0000

Lenses:
5.49.257.011/1002

5.49.257.011/1301
5.49.257.011/1303

5.49.257.011/1402
5.49.257.011/1502

5.49.257.011/1503
5.49.257.011/1601

Accessoires:
5.72.050.000/0202

5.72.050.000/0214
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

LUMOTAST 75 IP40 - Illuminated pushbutton, flush lens, square collar

Contact arrangement Contact function Colour of collar Order no. 
without lens

Note

black 1.15.108.251/0000

latching black 1.15.108.351/0000

black 1.15.108.252/0000

latching black 1.15.108.352/0000

Lenses:
5.49.275.036/1002

5.49.275.036/1301
5.49.275.036/1303

5.49.275.036/1402
5.49.275.036/1502

5.49.275.036/1503
5.49.275.036/1601

Accessoires:

5.73.013.000/0202
5.73.013.000/0214
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

LUMOTAST 75 IP40 - Illuminated pushbutton, flush lens, rectangular collar

Panel cut-out

Contact arrangement Contact function Colour of collar Order no. 
without lens

Note

black 1.15.108.051/0000

latching black 1.15.108.151/0000

black 1.15.108.052/0000

latching black 1.15.108.152/0000

Lenses:
5.49.275.032/1002

5.49.275.032/1301
5.49.275.032/1303

5.49.275.032/1402
5.49.275.032/1502

5.49.275.032/1503
5.49.275.032/1601

Accessoires:

5.73.012.000/0202
5.73.012.000/0214
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

LUMOTAST 75 IP40 - Illuminated pushbutton, protruding lens, square collar

Contact arrangement Contact function Colour of collar Order no. 
without lens

Note

black

latching black

black

latching black

Lenses:
5.49.275.036/1002

5.49.275.036/1301
5.49.275.036/1303

5.49.275.036/1402
5.49.275.036/1502

5.49.275.036/1503
5.49.275.036/1601

Accessoires:

5.73.013.000/0202
5.73.013.000/0214
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

LUMOTAST 75 IP40 - Keylock switch

Technical Data

General information

Dimensions

Mechanical design

contact

Illumination no

no
no

Mechanical characteristics
Rotating angle

Electrical characteristics

Other specifications

Weight 35 g

yes

Approvals
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

Description Photo Order no. Additional acces- 
sories see page

Typical accessories LUMOTAST 75 IP40 - Keylock switch

LUMOTAST 75 IP40 - Keylock switch, round collar

Contact 
arrangement

Rotating angle Order no.Contact function Key removal position Colour of collar

latching black

latching black

black

latching black

latching black
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

LUMOTAST 75 IP40 - Keylock switch, rectangular collar

Panel cut-out

Contact arrange-
ment

Rotating angle Order no.Contact function Key removal position Colour of collar

latching black

latching black

black

latching black

latching black
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

LUMOTAST 75 IP40 - Signal lamp with lamp socket T 4.5

Technical Data

General information

Dimensions

Mechanical design

Electrical characteristics

Other specifications

Weight 5 g

Approvals

Description Photo Order no. Additional acces- 
sories see page

Typical accessories LUMOTAST 75 IP40 - Signal lamp with lamp socket T 4.5

1.90.100.022/0000

1.90.100.023/0000

1.90.690.331/0000
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

Description Photo Order no. Additional acces- 
sories see page

Typical accessories LUMOTAST 75 IP40 - Signal lamp with lamp socket T 4.5

1.90.690.332/0000

1.90.690.333/0000

1.90.690.334/0000

1.90.690.335/0000

1.90.692.001/0000

1.90.692.002/0000

1.90.692.003/0000
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

LUMOTAST 75 IP40 - Signal lamp with lamp socket T 4.5, round collar, protruding lens

Voltage limit 
max.

Power limit 
max.

Lamp socket Order no. 
without lens

NoteColour of collar

black 1.65.111.071/0000

Lenses:
5.49.257.011/1002

5.49.257.011/1301
5.49.257.011/1303

5.49.257.011/1402
5.49.257.011/1502

5.49.257.011/1503
5.49.257.011/1601

Accessoires:
5.72.050.000/0202

5.72.050.000/0214

LUMOTAST 75 IP40 - Signal lamp, square collar, flush lens

Voltage limit 
max.

Power limit 
max.

Lamp socket Order no. 
without lens

NoteColour of collar

black 1.65.111.061/0000

Lenses:
5.49.275.036/1002

5.49.275.036/1301
5.49.275.036/1303

5.49.275.036/1402
5.49.275.036/1502

5.49.275.036/1503
5.49.275.036/1601

Accessoires:
5.73.013.000/0202

5.73.013.000/0214
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LUMO
75 (40) 

Pushbuttons

LUMOTAST 75 IP40

Stock items
by bold printed order numbers.

LUMOTAST 75 IP40 - Signal lamp, rectangular collar, flush lens

Panel cut-out

Voltage limit 
max.

Power limit 
max.

Lamp socket Order no. 
without lens

NoteColour of collar

black 1.65.111.051/0000

Lenses:
5.49.275.032/1002

5.49.275.032/1301
5.49.275.032/1303

5.49.275.032/1402
5.49.275.032/1502

5.49.275.032/1503
5.49.275.032/1601

Accessoires:
5.73.012.000/0202

5.73.012.000/0214

LUMOTAST 75 IP40 - Signal lamp, square collar, protruding lens

Voltage limit 
max.

Power limit 
max.

Lamp socket Order no. 
without lens

NoteColour of collar

black 1.65.111.081/0000

Lenses:
5.49.275.036/1002

5.49.275.036/1301
5.49.275.036/1303

5.49.275.036/1402
5.49.275.036/1502

5.49.275.036/1503
5.49.275.036/1601

Accessoires:
5.73.013.000/0202

5.73.013.000/0214


