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COMBICON power
PC 5 series connectors of up to 10 mm2

DFK-PC 5/...-G-7,62
Solder connection on the inside of the device, compatible with STCL 

plug components

Ordering data
Type Order No. Pcs. / Pkt.

No. of pos. Dim. a

[mm]

7.62 mm pitch, color: green

2 7.62 DFK-PC 5/ 2-G-7,62 1727582 10

3 15.24 DFK-PC 5/ 3-G-7,62 1727595 10

4 22.86 DFK-PC 5/ 4-G-7,62 1727605 10

5 30.48 DFK-PC 5/ 5-G-7,62 1727618 10

6 38.10 DFK-PC 5/ 6-G-7,62 1727621 10

7 45.72 DFK-PC 5/ 7-G-7,62 1727634 10

8 53.34 DFK-PC 5/ 8-G-7,62 1727647 10

9 60.96 DFK-PC 5/ 9-G-7,62 1727650 10

10 68.58 DFK-PC 5/10-G-7,62 1727663 10

11 76.20 DFK-PC 5/11-G-7,62 1727676 10

12 83.82 DFK-PC 5/12-G-7,62 1727689 10
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Note:

In compliance with DIN EN 61984, COMBICON connectors come 

without switching capacity. During designated use, they must not be 

plugged in or disconnected when carrying voltage or under load.

Note: 

The cutout dimensions can be found on page 444.

1) Please observe the derating curves and laboratory data sheets. 

Derating curves of further combination options on request.

2) UL/CUL on request.

– Feed-through headers for combination 
with all PC 5 plug components

– For soldering onto the PCB
– Mounting on the housing wall using the 

snap-lock mechanism operated without 
tools or using the classic screw 
connection

– Wall thicknesses from 1 mm to 3 mm
– In GF versions, shielding functions can 

be implemented on the housing wall
– If the GU headers are used, the plug 

component is rotated by 180° before 
fitting.

Drilling diagram

Dimensional drawing

Feed-through headers up to 41 A with 
a male contact

Technical data

Technical data in accordance with IEC / DIN VDE

Rated current / conductor cross-section [A] / [mm²] 411) / -

Rated insulation voltage with pollution degree 2 [V] 630

Pitch [mm] 7.62

Insulation coordination

Surge voltage category / pollution degree III / 3 III / 2 II / 2

Rated insulation voltage [V] 500 630 800

Rated surge voltage [kV] 6 6 6

Approval data (UL/CUL) Use Group B C D

Nominal voltage [V] - 2) -

Nominal current [A] - 2) -

Connection capacity AWG AWG -  - -

Approval data (CSA) Use Group B C D

Nominal voltage [V] - - -

Nominal current [A] - - -

Connection capacity AWG AWG - - -

General data

Type of insulation material / group of insulation material PA / I

Inflammability class acc. to UL 94 V0

Bore hole diameter/ pin dimensions [mm] 1.3 / 0.8 x 1.0

For all types Type Page

Keying profile

CP-HCC 4

Order No.

1600027

 38

Screws for mounting on 

the housing panel

DFK-PC 16-SS

Order No.

1705449

Marker card

SK 7,62/3,8

 489

Accessories
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Ordering data Ordering data Ordering data
Type Order No. Pcs. / Pkt. Type Order No. Pcs. / Pkt. Type Order No. Pcs. / Pkt.

7.62 mm pitch, color: green 7.62 mm pitch, color: green 7.62 mm pitch, color: green

DFK-PC 5/ 2-GF-7,62 1727692 10 DFK-PC 5/ 2-GU-7,62 1727809 10 DFK-PC 5/ 2-GFU-7,62 1727919 10

DFK-PC 5/ 3-GF-7,62 1727702 10 DFK-PC 5/ 3-GU-7,62 1727812 10 DFK-PC 5/ 3-GFU-7,62 1727922 10

DFK-PC 5/ 4-GF-7,62 1727715 10 DFK-PC 5/ 4-GU-7,62 1727825 10 DFK-PC 5/ 4-GFU-7,62 1727935 10

DFK-PC 5/ 5-GF-7,62 1727728 10 DFK-PC 5/ 5-GU-7,62 1727838 10 DFK-PC 5/ 5-GFU-7,62 1727948 10

DFK-PC 5/ 6-GF-7,62 1727731 10 DFK-PC 5/ 6-GU-7,62 1727841 10 DFK-PC 5/ 6-GFU-7,62 1727951 10

DFK-PC 5/ 7-GF-7,62 1727744 10 DFK-PC 5/ 7-GU-7,62 1727854 10 DFK-PC 5/ 7-GFU-7,62 1727964 10

DFK-PC 5/ 8-GF-7,62 1727757 10 DFK-PC 5/ 8-GU-7,62 1727867 10 DFK-PC 5/ 8-GFU-7,62 1727977 10

DFK-PC 5/ 9-GF-7,62 1727760 10 DFK-PC 5/ 9-GU-7,62 1727870 10 DFK-PC 5/ 9-GFU-7,62 1727980 10

DFK-PC 5/10-GF-7,62 1727773 10 DFK-PC 5/10-GU-7,62 1727883 10 DFK-PC 5/10-GFU-7,62 1727993 10

DFK-PC 5/11-GF-7,62 1727786 10 DFK-PC 5/11-GU-7,62 1727896 10 DFK-PC 5/11-GFU-7,62 1728002 10

DFK-PC 5/12-GF-7,62 1727799 10 DFK-PC 5/12-GU-7,62 1727906 10 DFK-PC 5/12-GFU-7,62 1716056 10

DFK-PC 5/...-GF-7,62
Solder connection on the inside of the device, threaded flange, 

shield connection on the front of the device

DFK-PC 5/...-GU-7,62
Solder connection on the inside of the device, rotated by 180°, 

compatible with STCL plug components

DFK-PC 5/...-GFU-7,62
Solder connection on the inside of the device, rotated 180°, 

threaded flange, shield connection on the front of the device
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Drilling diagram Drilling diagram Drilling diagram

Dimensional drawing Dimensional drawing Dimensional drawing

COMBICON power
PC 5 series connectors of up to 10 mm2
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