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M12, front mounting,
with 0.5 m long halogen-free litz wires

Circular connectors – PLUSCON circular
Sensor/actuator flush-type connectors

Description No. of pos. Encoding Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt. Order No. Pcs. / Pkt.

- 4 A - standard 1523450 1 1523434 1 1693762 1 1693788 1

- 4 D - data 1551558 1 1535202 1 - - - -

- 5 A - standard 1520055 1 1520039 1 1671111 1 1671098 1

- 5 B - inverse 1520013 1 1520000 1 - - - -

- 8 A - standard 1523492 1 1523476 1 1513774 1 1513758 1

- 12 A - standard 1556265 1 1556252 1 - - - -

- 17 A - standard 1556304 1 1556294 1 - - - -

Flat nut - - 1504097 100 1504097 100 1504084 100 1504084 100

Technical data 4-pos. 5-pos. 8-pos. 12- / 17-pos.

Electrical data

Rated voltage 250 V 60 V 30 V 30 V

Nominal current I
N

4 A 4 A 2 A 1.5 A

Volume resistance 3 mΩ 3 mΩ 3 mΩ 3 mΩ
Insulation resistance 100 MΩ 100 MΩ 100 MΩ 100 MΩ
Surge voltage category II II II II

Mechanical data

Material contact / contact surface CuZn / Au CuZn / Au CuZn / Au CuZn / Au

Contact carrier material PA 66 PA 66 PA 66 PA 66

Inflammability class acc. to UL 94 V0 V0 V0 V0

Pollution degree 3 3 3 3

Degree of protection IP67 IP67 IP67 IP67

Type of connection Individual wires Individual wires Individual wires Individual wires

Conductor cross-section 0.34 mm² 0.34 mm² 0.25 mm² 0.14 mm²

Cable type TPE litz wire TPE litz wire TPE litz wire TPE litz wire

Temperature data

Ambient temperature (operation) -25°C ... 85°C -25°C ... 85°C -25°C ... 85°C -25°C ... 85°C

With M16 fastening thread, suitable for SPEEDCON and M12 

standard, see page: 68.

For connector pin assignments, see page 61.

Flat nut recommended for housing wall thicknesses < 2.5 mm.

More technical data and installation dimensions at:

www.phoenixcontact.net/catalog
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Flat nut Pg9

Flush-type connector M12, 

fastening thread M16

Flush-type connector M12, 

fastening thread Pg9

Flat nut M16

Flush-type socket M12, 

fastening thread M16

Flush-type socket M12, 

fastening thread Pg9

M12 pin,

M16 fastening thread

M12 socket,

M16 fastening thread

M12 pin,

Pg9 fastening thread

M12 socket,

Pg9 fastening thread
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